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引脚分配

连接示例

PT100  接口转换模块

● 用于连接编程工具和编码器进行编程

● 产品序列号：490-00103
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The multi-module PT-100 is used for the programming of max. 5 measuring systems. The connection 
of the PT Data + and – for each measuring system occurs over a 2-pole terminal block. The voltage 
supply for the programming terminal is fed over the 15-pole SUB-D connector (X1) positioned on the 
side. In order to cascade further multi-modules, the right 15-pole SUB-D socket (X7) can be used. 

Klemmblock
TERMINAL BLOCK15 pol. SUB-D Buchse

15 PIN SUB-D SOCKET15 pol. SUB-D Stecker
15 PIN SUB-D CONNECTOR

 
 
 

X1 X2 X3 X4 X5 X6 X7 

- 1  PT - 1  PT - 1  PT - 1  PT - 1  PT - - 
- 2  PT + 2  PT + 2  PT + 2  PT + 2  PT + - 
- - - - - - - 
- - - - - - - 
- - - - - - - 
- - - - - - - 
- - - - - - - 
- - - - - - - 
- - - - - - - 
- - - - - - - 
- - - - - - - 
- - - - - - - 

14  US 11-27V 14  US 11-27V 14  US 11-27V 14  US 11-27V 14  US 11-27V 14  US 11-27V 14  US 11-27V 
15  0V, GND 15  0V, GND 15  0V, GND 15  0V, GND 15  0V, GND 15  0V, GND 15  0V, GND 

PT15-2  接口转换模块

● 用于连接编程工具和编码器进行编程

● 产品序列号：490-00105

The switch cabinet module PT-15/2 is used for programming or signal transmission of TR measuring 
systems. The connection is carried out via two 16-pin terminal blocks for the connection of the 
incoming and outgoing signal lines. The programming-tool or the connection-component is going to be 
attached to the 15-pin SUB-D socket. 

 

 
 

  
 

 

Block 1 
Clamping-No. 

SUB-D Socket 
Pin-No. 

Block 2 
Clamping-No. 

1 * 1 * 1 * 
2 * 2 * 2 * 
3 3 3 
4 4 4 
5 5 5 
6 6 6 
7 * 7 * 7 * 
8 8 8 
9 9 9 
10 10 10 
11 11 11 
12 12 12 
13 13 13 
14 * 14 * 14 * 
15 * 15 * 15 * 
16 Case 16 

* reserved 

 
Danger of damage to property 
due to double assignment of the 
clamps when the programming-
tool or connection-component is 
connected to the SUB-D socket. 

Observe the pin assignment of 
the programming-tool or con-
nection-component! 
Additionally to the fixed as-
signed pins 1, 2, 7, 14 and 15, 
also further signals can be 
connected. Not connected pins 
can be used for signal trans-
mission. 
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